Amendments to the Specification 

Please replace the paragraph beginning on page 1, line 10, with the following 
rewritten paragraph: 

—It is clear that for machining jobs of a certain complexity^ the overall dimensions of 
sm4 the devices are such that for moving them a mobile unit fitted with wheels is needed that 
facilitates moving them near the work position.-- 

Please replace the paragraph beginning on page 1, line 14, with the following 
rewritten paragraph: 

—Sometimes it is necessary to reach areas whose access is difficult (for example attics 
to be reached with narrow spiral stairs), so if the suction device cannot be separated from the 
mobile transport unit said the areas cannot be worked.— 

Please replace the paragraph beginning on page 1, line 27, with the following 
rewritten paragraph: 

—Said The mobile unit, preferably fitted with wheels, can also be used for 
transporting containers of various kinds above the suction device or held between the hollow 
container and the same suction device, possibly hooked on, as explained further ahead.— 

Please replace the paragraph beginning on page 2, line 1 7 with the following rewritten 
paragraph: 

Please replace the paragraph beginning on page 2, line 1 7 with the following rewritten 
paragraph: 

—With reference to Figures 1-2^ a mobile unit is shown according to the present 
invention. Said The mobile unit comprises has a trolley 1 fitted with rear wheels 2, fi-ont feet 
3, an upper handle 4 and a hollow container 5, preferably in a plastic material.— 

Please replace the paragraph beginning on page 3, line 17 with the following 
rewritten paragraph: 

—The case 16 can be made up of a portable suction appliance for electric or pneumatic tool of 
the type described for example in the Italian utility model application No. M12001U000676 
of the same Applicant, that is comprising at least three compartments; a first compartment 17 
with fixed lid +7 houses air suction means, in a second compartment J_8 fitted with openable 
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lid 4-8 there are filtering means and replaceable means for collecting the machining dust 
contained in the air sucked in and a third compartment 21 that can house the electric or 
pneumatic tool and/or its accessories. Said The case 1 6 can be placed on top of and hooked 
onto another case 19 ( figur e Figures 3-4) which in turn is fastened so that it can be detached 
from the hollow container 5. Said The additional case 1 9 can be suitable for containing any 
object, in particular a portable tool and its accessories, or can constitute an expansion of the 
suction case 16. In this case, as shown in Figure 8, it can contain a bag 30 for collecting the 
dust, which is connected to the case 16 by means of a tube 31 and can be connected to a 
flexible tube 32 connected to the electric or pneumatic tool. An opening 33 interfaces the bag 
30 inside the case 19 with said the flexible tube 32 guaranteeing that there are no leakages 
during suction.— 
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